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MPA Series 850-1 OOOMHz 5W RF Power Amplifier 

Typical Performance @ +25 oc 
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MPA Series 850-1 OOOMHz 5W RF Power Amplifier 

Absolute Maximum Ratings 

Parameter Absolute Maximum 

RF Input Power +1 0dBm 

Supply Voltage +12V 

Operating Temperature ·30 oc to t65 oc 
Storage Temperature ·55 oc to +100 oc 
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ANNEXED: 

Caractéristiques de l'amplificateur à faible bruit LNA-1000 

RF BAY, /ne. 
www.rfbaylnc.com LNA-1000 

LNA Series 10- 1000MHz Low Noise Amplifier 

Features 

• Frequency Range: 10-1000MHz 
• Gain: 33dB 
• P,06: + 11 dBm 
• IP3: +23dBm 
• Noise Figure: 2.0dB 
• OC Power: 12V 
• SMA Con nectar 

Performance measured @ 500MHz 

Description 
LNA-1 000 is a wideband Law Noise 
Amplifier operates with frequency range 
u sable from 1 0 ta 1 OOOMHz. 

Electrical Specifications @ +25 "C 

Parameter Unit 

Frequency Range MHz 

Gain f = 40MHz dB 

f · 500MHz dB 
f ~ 1000MHz dB 

p 1dB f = 40MHz dBm 
f = 500MHz dBm 
f = 1000MHz dBm 

IP3 f= 500MHz dBm 

Noise Figure f - 40MHz dB 

f = 500MHz dB 

f = 1000MHz dB 

VSWR f = 500MHz 

Input VSWR 

Output VSWR 

DC Power Supply v 
Supply Current mA 
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LNA Series 10- 1000MHz Low Noise Amplifier 

Typical Performance @ +25 "C 

Rev. l/06 
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Noise Figure 

~ 3 ~------------~ 
al 

~ 2~----~======~ u.. ~ 

z 1 ~------------~ 

a: 4 s: 
~ 3 

1 

~ 4 

0 250 500 750 1000 1250 1500 

Frequency (M Hz) 

Input S11VSWR 

lv -
0 250 500 750 1 000 1250 1500 

Frequency (MHz) 

Output S22 VSWR 

~ 3 ~------------~ 

"' 1il 2 -~-= ....... ---------------1 

1~--~--r---"~~ 
0 250 500 750 1000 1250 1500 

Frequency (MHz) 



RF BAY, /ne. 
www.rfbayinc.com LNA-1000 

LNA Series 10- 1000MHz Low Noise Amplifier 

Absolute Maximum Ratings 

Parame ter Absolute Maximum 
RF Input Power +13dBm 

Supply Voltage +16V 

Operating Temperatu re -40 'C to +85 'C 
Storage Temperature -55 'C to +125 'C 

Outline 

A B c D E F G H 1 J 
Inch 1.250 1.250 0.563 0.450 1.000 0.625 1.000 0.250 0.500 0.187 
mm 31.75 31.75 14.29 11 .43 25.40 15.88 25.40 6.35 12.70 4.76 

Rev.l/06 
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ANNEXEE 

Caractéristiques de duplexeur AB832B477 

Ei ANATECH ELECTRONICS, INC. 
Manufacturer of RF & Microwave Filters and Products 

Part Number: AB832B477 

+ Low insertion loss 
+ Excellent hannonic rejection 
+ Compact size 
+ Stable over temperature range 
+ Suitable for use in 

COMA 800 MHz base station 

/ \ 
\ 

1\ - 1"" 

800MHz Filter 

Specification 

Frequency 824- 840 MHz 

Insertion Loss {max) 1.0dB 

Retum Loss (min) 19dB 

>95dB 869-885 MHz 
Rejection 

>20dB 6.0-12.75 GHz 

RTE vs. Rx (dB) (max) 30!:1.0 dB 

Operation Temperature -40-+85'C 

Size 205 X100 X48 mm3 
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ANA TECH ELECTRONICS INC. 70 Outwater Lane, Garfield, NJ 07026 Tel: (973) 772-4242 Fax: (973) 772-4646 Our Webstore 
www.amcrf.com E-Mail: sales@anatechelectronics.com Website: www.anatechelectronics.com 
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ANNEXEF 

Caractéristiques de 1 'antenne 288-PW 

PowerMax™ SERIES 2BB·PW 

Il b ... DIGITAL 
ii ~...,. ANTENNA 

Features 
• Powerful bmss rackators with 9d8 Gain. 
• Soldered connections 
• Power directing ferrite choke bead. 
• High g/oss urethane finish. 

1! 1 8" CELLULAR ANTENNA 
1 ~------------------------------------------------------------------
11 9 dB GAIN DUAL BAND 

Digital Antenna's 28&PW is a universel dual band cellular antenna ideal tor many applrcations 
including beats, RVs. homes, and offices. This 9 dB gain cellular antenna rmpra;es ~gnals on 
cellular (810-900 MHz) and PCS (18()().1990 MHz) bands offerrng excellent pertormance in a 

compect design. The 288-PW PowerMax'" antenna is the same outside antenna that is soldas 
part of the 4KSBR-50U and 4KMR-30U amplrrier/repeater systems. 'Men corm1unication is critical, 
our award-winning antennas make the conneclion. 

PowerMax™ Series: 288-PN 

Mount: lobracket for pole/wall. 
Connecter: Highest quality Type N temale. 

Cable: Not included- Use Digital Antenna's Po;wrMax'" cable. 

l ise Monel #F114 tn rrount 1" - 14 threilde.rl mQTrnt 

Product Technical Specjficatjons 

P/N 288-PW 

Radiation Pattem Omni-Diro:tioMI 
8WRPiot 

DigitaiAntanna 9 dB Gain Cell Antenna 
< 1 5·1 at 810-900 and 180G-1990 MHz .. 

Gain 

BandwidtnVSWR < 15.1 • 810 • 900 and 1800 ·1900 MHz ... .. ~\. 

! f\1 
1 1\ 1 

i 1 i 
1 1 1 

1/ 1 

... 

..• 
TA 

... 

lmpedanœ 50 ohms 

Max lnpu1 Power 200 wans 
--------------------------·------------········-···-···-----------------
Dimensions 18' 1 x1 " 00 

Weigllt Boz 

~~ l'! mT le 316 Stainless Steel 

Y"\ 1\ 
1A 

·~ 
RF Connecter Type N female 

IV. 
" ., OMHI NO " 

DIGITAL 
WANTENNA 

! , ... IJ Wind Rating 135 mp'T .......................... ............. ........................ ......... 

'"' MH• Installation SupJ:Iied lo Jracket for pole,Wall 
·······················································-················ 

Digital Antenna, lnc. 
'INWW.digita lantenna.com 

5325 NW 1 08th Avenue 
Sunrise, FL 33351 

t 954.747.7022 
f 954.747.7088 
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